
 .XX   = ± 0.1

 .X    = ± 0.2

X.     = ± 1

1

Product Description

Date 2021/09/16
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Material

electric wire
Tolerance list

length
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4

Remark

EW9870 / EW9871 / EW9872

HDMI A male-A male

Connector

Internal mold LDPE

HDMI A male head, copper shell gold-plated
2PCS

Line printing: HIGH SPEED HDMI®  CABLE WITH ETHERNET

Wiring

Outer mold HDMI monochrome mode, PVC, black material
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skills requirement: 
1.100% open circuit and short circuit test 
2.On-resistance: 15ohms MAX 
3.Insulation resistance: 5M ohm MIN. 
4.Withstand voltage: DC 300V. 
5. comply with Reach/RoHS standards 
6.Support 4K*2K@60Hz

2PCS

2PCS

Anti-layer cap Transparent PE
2PCS
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Item No. Length

EW9870 1.5m

5.0m

2.5m

28AWG 1.4V (19+1BC)

HDMI Cable OD:7.3mm

(0.32BC+FPE)*1P+D+AL *5C

+ (0.254BC+

HDPE)*4C + AL + D + B + PVCOD7.3mm

H)Ground wire 1/0.254BC 
I)Aluminum foil 12mm 
J)Weave 16/5/0.12AL 
K)Quilt OD:7.3±0.15mm,black

A)Conductor 1/0.32BC 
B)Insulation FPE 0.92mm 
C)Ground wire 1/0.254BC 
D)Insulation PE 0.6mm 
E)Aluminum foil
F)Conductor 1/0.254BC

G)Insulation PE 0.6mm

Wire Gauge

EW9871

EW9872

1

3 4

2

Length

Epoxy (black on white)

Laser"CE"

Product Number




